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	Unbalanced Output
	Unbalanced Input
	Unbalanced Insert
	Balanced
	Stereo

	Tip
	Signal
	Signal
	Send or Return signal
	Positive/"Hot"
	Left channel

	Ring
	Ground or No Connection
	Ground or No Connection
	Return or Send signal
	Negative/"Cold"
	Right channel

	Sleeve
	Ground
	Ground
	Ground
	Ground
	Ground


Guitar cables are shielded TS.

Microphone cables are shielded XLR.

Signal cables can be unbalanced TS (patch) or balanced TRS/XLR.

Insert & stereo cables are unbalanced TRS.

Speaker cables are unshielded TS.

[image: image3.png]T‘Wz{‘ Lermimaton Point XLR MALE

NEGATIVE PIN3
[sioALcRounD ¥ [PIN 1

POSITIVE PIN2 +

NEGATIVE PIN3 ~

DRAIN PIN1 +
CASE ~#7N/C

REAR CASE (SOLDER SIDE)





[image: image4.png]XLR FEMALE

D
®

PHASE
Posmive +

[NEGATIVE
SionaL oD ¥
chassis GrounD 37

POSITIVE PIN2 +

NEGATIVE PIN3 —

DRAIN PINT +
CASE -~ N/C

REAR CASE (SOLDER SIDE)





	Midi Data
Pin1
No Connection 
Pin 2
Ground (shield)
Pin 3
No Connection 
Pin 4
T5V
Pin 5
Midi Data 
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